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Flow Name
access violation
notification
actuate secure
payment

alert notification

alert notification
coordination

alternate mode
information

authorization
response
barrier system
coordination

commercial vehicle
incident notification

current infrastructure

restrictions

device control
request
device identification

device status
electric charging
station data

electric charging
station management
information
emergency archive
data

.
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Flow Description

Notification that an individual vehicle or user has committed an access violation. The flow
identifies the nature of the violation and the time and location where the violation was recorded.
Initiation of a payment action, ideally based on an encrypted token or biometric marker. Such a
payment action could be a simple validation that the secure token allows the user access to the
travel resource, or it could be the initiation of a payment transaction.

Notification of a major emergency such as a natural or man-made disaster, civil emergency, or
child abduction for distribution to the public. The flow identifies the alert originator, the nature
of the emergency, the geographic area affected by the emergency, the effective time period, and
information and instructions necessary for the public to respond to the alert. This flow may also
identify specific information that should not be released to the public.

Coordination of emergency alerts to be distributed to the public. This includes notification of a
major emergency such as a natural or man-made disaster, civil emergency, or child abduction
for distribution to the public and status of the public notification.

Schedule information for alternate mode transportation providers such as air, ferry, and
passenger-carrying heavy rail. This also includes details of incidents and other service
disruptions that have occurred in the alternative mode. This also includes measures of service
demand that supports assessment of their impact on the road network.

Notification of status of authorization request.

The direct flow of information between field equipment. This includes information used to
configure and control barrier systems that are represented by gates, barriers and other
automated or remotely controlled systems used to manage entry to roadways.

Current operating status of barrier systems is also shared including operating condition and
current operational state.

Information about a Commercial Vehicle or Freight Equipment breach, non-permitted security
sensitive hazmat detected at the roadside, route deviation, or Commercial Vehicle Driver/
Commercial Vehicle / Freight Equipment assignment mismatches which includes the location
of the Commercial Vehicle and appropriate identities. May carry information that enables
incident reporting to responders, and also includes the type of vehicle and cargo concerned.
Restrictions levied on transportation asset usage based on infrastructure design, surveys, tests,
or analyses. This includes standard facility design height, width, and weight restrictions, special
restrictions such as spring weight restrictions, and temporary facility restrictions that are
imposed during maintenance and construction.

Request for device control action

An identifier and device type designation that is used to uniquely identify a device in the
Connected Vehicle Environment.

Status information from devices

Information provided for electric charging stations to the management center identifying the
location, operating status, current availability, no-shows, charging capacity, etc.

Parameters that support management of an electric charging station. Load balancing,
Reservation requests, Hours of operation, display configuration (ads), rules and regulations,
etc.

Logged emergency information including information that characterizes identified incidents
(routine highway incidents through disasters), corresponding incident response information,
evacuation information, surveillance data, threat data, and resource information. Content may
include a catalog of available information, the actual information to be archived, and associated
meta data that describes the archived information.



Flow Name
emergency
notification relay

emergency plan
coordination

emergency route
request

emergency routes

emergency traffic
control information

emergency traffic
coordination

emergency transit
schedule information

emergency transit
service request

emergency transit
service response
emergency traveler
information

emergency traveler
information request
equipment
maintenance request
equipment
maintenance status
evacuation
coordination
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Flow Description
The relay of a previously received emergency notification. This relay enables a connected

vehicle or an equipped personal information device (PID) that is passing within radio range of a

vehicle or PID in need of assistance to store the notification and then forward it to a public
safety agency when communications is available. Multiple relays may be necessary in remot

e

areas with infrequent traffic and spotty communications coverage. The relay includes all of the
information included in the original emergency notification (see 'emergency notification') and
relay-specific data that can be used to manage the relay. Relay-specific data may include the
date and time of original emergency notification receipt and the number of times the message

has been relayed.
Information that supports coordination of emergency management plans, continuity of
operations plans, emergency response and recovery plans, evacuation plans, and other

emergency plans between agencies. This includes general plans that are coordinated prior to

an incident and shorter duration tactical plans that are prepared during an incident.
Request for access routes for emergency response vehicles and equipment. This may be a

request for ingress or egress routes or other emergency routes. It may also include a request

for preemption/priority for the identified vehicle at all signalized intersections along the route

Suggested ingress and egress routes for access to and between the scene and staging areas or

other specialized emergency access routes.

Status of a special traffic control strategy or system activation implemented in response to an

emergency traffic control request, a request for emergency access routes, a request for
evacuation, a request to activate closure systems, a request to employ driver information

systems to support public safety objectives, or other special requests. Identifies the selected

traffic control strategy and system control status.

Coordination supporting disaster response including evacuation and reentry. Includes
coordination of special traffic control strategies that support efficient evacuation and reentry
while protecting and optimizing movement of response vehicles and other resources
responding to the emergency.

Information on transit schedule and service changes that adapt the service to better meet

needs of responders and the general public in an emergency situation, including special service

schedules supporting evacuation.
Request to modify transit service and fare schedules to address emergencies, including

requests for transit services to evacuate people from and/or deploy response agency personnel

to an emergency scene. The request may poll for resource availability or request pre-staging,
staging, orimmediate dispatch of transit resources.

Response indicating changes to transit service, fares, and/or restrictions that will be made and

status of transit resources to be deployed to support emergency response and/or evacuation

Public notification of an emergency such as a natural or man-made disaster, civilemergency, or

child abduction. This flow also includes evacuation information including evacuation
instructions, evacuation zones, recommended evacuation times, tailored evacuation routes

and destinations, traffic and road conditions along the evacuation routes, traveler services and

shelter information, and reentry times and instructions.
Request for alerts, evacuation information, and other emergency information provided to the
traveling public.

Identification of field equipment requiring repair and known information about the associated

faults.
Current status of field equipment maintenance actions.

Coordination of information regarding a pending or in-process evacuation. Includes evacuati
zones, evacuation times, evacuation routes, forecast network conditions, and reentry times.

on

A-2



Flow Name
evacuation
information
event information

external reports

field device
coordination

field equipment
commands
field equipment

configuration settings

field equipment
status
hazmat information

hazmat information

request
hazmat notification

incident command
information
coordination

incident information

incident report

incident response
coordination

interactive traveler
information

maint and constr
archive data
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Flow Description |
Evacuation instructions and information including evacuation zones, evacuation times, and
reentry times.

Special event information for travelers. This would include a broader array of information than
the similar "event plans" that conveys only information necessary to support traffic
management for the event.

Traffic and incident information that is collected by the media through a variety of mechanisms
(e.g., radio station call-in programs, air surveillance).

Coordination between operating centers that share control of the same field devices. This flow
supports coordination to prevent conflicts and allow cooperative management of shared
devices.

System-level control commands issued to field equipment such as reset and remote
diagnostics.

Control settings and parameters that are used to configure field equipment.

Reports from field equipment (sensors, signals, signs, controllers, etc.) which indicate current
operational status.

Information about a particular hazmat load including nature of the load and unloading
instructions. May also include hazmat vehicle route and route update information.

Request for information about a particular hazmat load.

Information provided to emergency response organizations regarding a hazmat load including
when cargo sensors detect an issue with the load such as a release of hazardous material. This
information will include sensor information, vehicle identification, and carrier identification.
Information that supports local management of an incident. Itincludes resource deployment
status, hazardous material information, traffic, road, and weather conditions, evacuation
advice, and other information that enables emergency or maintenance personnelin the field to
implement an effective, safe incident response.

Notification of existence of incident and expected severity, location, time and nature of
incident. As additional information is gathered and the incident evolves, updated incident
information is provided. Incidents include any event that impacts transportation system
operation ranging from routine incidents (e.g., disabled vehicle at the side of the road) through
large-scale natural or human-caused disasters that involve loss of life, injuries, extensive
property damage, and multi-jurisdictional response. This also includes special events,
closures, and other planned events that may impact the transportation system.

Report of an identified incident including incident location, type, severity and other information
necessary to initiate an appropriate incident response.

Incident response procedures and current incident response status that are shared between
allied response agencies to support a coordinated response to incidents. This flow provides
current situation information, including a summary of incident status and its impact on the
transportation system and other infrastructure, and current and planned response activities.
This flow also coordinates a positive hand off of responsibility for all or part of an incident
response between agencies.

Traveler information provided in response to a traveler request. The provided information
includes traffic and road conditions, advisories, incidents, restrictions, payment information,
transit services, parking information, weather information, and other travel-related data
updates and confirmations.

Information describing road construction and maintenance activities identifying the type of
activity, the work performed, and work zone information including work zone configuration and
safety (e.g., a record of intrusions and vehicle speeds) information. For construction activities,

A-3



Flow Name Flow Description |
this information also includes a description of the completed infrastructure, including as-built
plans as applicable. Content may include a catalog of available information, the actual
information to be archived, and associated meta data that describes the archived information.

maint and constr Request for road maintenance and construction resources that can be used in the diversion of

resource coordination | traffic (cones, portable signs), clearance of a road hazard, repair of ancillary damage, or any
otherincident response.

maint and constr Request for road maintenance and construction resources that can be used in the diversion of

resource request traffic (cones, portable signs), clearance of a road hazard, repair of ancillary damage, or any
other incident response. The request may poll for resource availability or request pre-staging,
staging, orimmediate dispatch of resources.

maint and constr Current status of maintenance and construction resources including availability and

resource response deployment status. General resource inventory information covering vehicles, equipment,
materials, and people and specific resource deployment status may be included.

maint and constr work | Future construction and maintenance work schedules and activities including anticipated

plans closures with anticipated impact to the roadway, alternate routes, anticipated delays, closure
times, and durations.

parking information General parking information and status, including current parking availability, parking pricing,
and parking space availability information, including features like number and type of electric
charging spots.

payment coordination | Coordinate apportionment charges between jurisdictions (e., federal government, states,
various jurisdictions that might be public or private within a state). Apportionment
reconciliation includes either sharing information about mileage or zone-based charges in other
jurisdictions (so that the Other Payment Administration subsystems can make appropriate
charges), or sharing revenue collected. When sharing revenue, this flow also includes charging
rate policies

payment device token | Request for a digital token that can be associated with a credit card number.

information

permission A request for permission to access a Connected Vehicle service by an end-user that requires

application enrollment. This may include services granted to drivers of low emissions vehicles or
pedestrians with special needs that require extended crossing times for example.

personal transit General and personalized transit information for a particular fixed route, flexible route, or

information paratransit system.

registered securelDs | Cryptographically protected identifier indicating that the user associated with the identifier is
entitled to use a particular service.

remote surveillance The control commands used to remotely operate another center's sensors or surveillance

control equipment so that roadside surveillance assets can be shared by more than one agency.

resource coordination | Coordination of resource inventory information, specific resource status information, resource
prioritization and reallocation between jurisdictions, and specific requests for resources and
responses that service those requests.

road closure Notification that agency personnel have closed a road due to adverse weather, major incident,
notification or other reason.

road network Current and forecasted traffic information, road and weather conditions, and other road
conditions network status. Either raw data, processed data, or some combination of both may be provided

by this flow. Information on diversions and alternate routes, closures, and special traffic
restrictions (lane/shoulder use, weight restrictions, width restrictions, HOV requirements) in
effectis included.
road network status Assessment of damage sustained by the road network including location and extent of the
assessment damage, estimate of remaining capacity, required closures, alternate routes, necessary
restrictions, and time frame for repair and recovery.



Flow Name

road network traffic
situation data

road use charges
road weather
information
roadway dynamic
signage data

roadway dynamic
signage status
roadway maintenance
status

signal control
commands

signal control
coordination

signal control device
configuration
signal control plans

signal control status

signal fault data
signal system
configuration
threat information
coordination

toll coordination

traffic archive data

traffic detector
control

traffic detector
coordination
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Flow Description |
Aggregated route usage, travel times, and other aggregated data collected from probe vehicles
that can be used to estimate current traffic conditions.

Road use charges per link.

Road conditions and weather information that are made available by road maintenance
operations to other transportation system operators.

Information used to initialize, configure, and control dynamic message signs. This flow can
provide message content and delivery attributes, local message store maintenance requests,
control mode commands, status queries, and all other commands and associated parameters
that support remote management of these devices.

Current operating status of dynamic message signs.

Summary of maintenance fleet operations affecting the road network. This includes the status
of winter maintenance (snow plow schedule and current status).
Control of traffic signal controllers or field masters including clock synchronization.

The direct flow of information between field equipment. This includes configuration and control
of traffic signal controllers or field masters.

Configuration data and operational status of traffic signal control equipmentincluding
operating condition and current indications are returned.

Data used to configure traffic signal control equipment including local controllers and system
masters.

Traffic signal timing parameters including minimum green time and interval durations for basic
operation and cycle length, splits, offset, phase sequence, etc. for coordinated systems.
Operational and status data of traffic signal control equipment including operating condition
and current indications.

Faults reported by traffic signal control equipment.

Data used to configure traffic signal systems including configuring control sections and mode of
operation (time based or traffic responsive).

Sensor, surveillance, and threat data including raw and processed data that is collected by
sensor and surveillance equipment located in secure areas.

This flow supports reciprocity between toll agencies/service centers by exchanging information
that supports reconciliation of toll charges by customers that are enrolled with other toll service
centers. In addition to toll charge reconciliation, exchanged information may include toll
schedule information, customer information and other toll service information that is
coordinated between toll agencies or centers.

Information describing the use and vehicle composition on transportation facilities and the
traffic control strategies employed. Content may include a catalog of available information, the
actual information to be archived, and associated meta data that describes the archived
information.

Information used to configure and control traffic detector systems such as inductive loop
detectors and machine vision sensors.

The direct flow of information between field equipment. This includes information used to
configure and control traffic detector systems such as inductive loop detectors and machine
vision sensors Raw and/or processed traffic detector data is returned that allows derivation of
traffic flow variables (e.g., speed, volume, and density measures) and associated information
(e.g., congestion, potential incidents). This flow includes the traffic data and the operational
status of the traffic detectors



Flow Name Flow Description |

traffic detector data Raw and/or processed traffic detector data which allows derivation of traffic flow variables (e.g.,
speed, volume, and density measures) and associated information (e.g., congestion, potential
incidents). This flow includes the traffic data and the operational status of the traffic detectors

traffic images High fidelity, real-time traffic images suitable for surveillance monitoring by the operator or for
use in machine vision applications. This flow includes the images. Meta data that describes the
images is contained in another flow.

traffic information for =~ Report of traffic conditions including traffic incident reports for public dissemination through

media the media. The reports may also include information on diversions and alternate routes,
closures, and special traffic restrictions in effect.

traffic situation data Current, aggregate traffic data collected from connected vehicles that can be used to
supplement or replace information collected by roadside traffic detectors. Itincludes raw
and/or processed reported vehicle speeds, counts, and other derived measures. Raw and/or
filtered vehicle control events may also be included to support incident detection.

transit archive data Data used to describe and monitor transit demand, fares, operations, and system performance.
Content may include a catalog of available information, the actual information to be archived,
and associated meta data that describes the archived information.

transitincident Information on transit incidents that impact transit services for public dissemination.

information

transitinformation Request for special transit routing, real-time schedule information, and availability information.

user request

transit schedule Dynamic transit schedule adherence and transit vehicle location information.

adherence

information

transit schedule Current and projected transit schedule information used to initialize the transit vehicle with a

information vehicle assignment, monitor schedule performance, and develop corrective actions on-board.

transit service Transit service information including routes, schedules, and fare information as well as dynamic

information transit schedule adherence and transit vehicle location information.

transit system status | Assessment of damage sustained by the public transportation system including location and

assessment extent of the damage, current operational status including an estimate of remaining capacity
and necessary restrictions, and time frame for repair and recovery.

transit user Information about individual transit users boarding a transit vehicle, used to track a user's

information progress on a scheduled transit trip.

transit vehicle Transit service instructions, wide area alerts, traffic information, road conditions, and other

operator information | information for both transit and paratransit operators.

transit vehicle Estimated times of arrival and anticipated schedule deviations reported by a transit vehicle.

schedule

performance

transportation Operational strategies for each operating agency in a transportation corridor, downtown area, or

operational strategies = other travel-impacted area, providing an integrated operations strategy for the freeways,
tollways, arterials, transit services, parking facilities, and other transportation-related facilities
in the area. These strategies can include dynamic adjustments to transit fares and tolls, parking
fees and restrictions, dynamic lane restriction changes, and other active demand management

strategies.
transportation system | Current status and condition of transportation infrastructure (e.g., tunnels, bridges,
status interchanges, TMC offices, maintenance facilities). In case of disaster or major incident, this

flow provides an assessment of damage sustained by the surface transportation system
including location and extent of the damage, estimate of remaining capacity and necessary
restrictions, and time frame for repair and recovery.

.
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Flow Name Flow Description |

travel service Information supplied by a service provider (e.g., a hotel or restaurant) that identifies the service

information provider and provides details of the service offering. This flow covers initial registration of a
service provider and subsequent submittal of new information and status updates so that data
currency is maintained.

travel service Requests for travel service information. This flow supports initial registration of service
information request providers and requests for additional traveler service information from registered providers.
traveler alerts Traveler information alerts reporting congestion, incidents, adverse road or weather conditions,

restrictions, vehicle requirements, parking availability, transit service delays or interruptions,
and other information that may impact the traveler. Relevant alerts are provided based on
traveler-supplied profile information including trip characteristics and preferences.

traveler archive data Data associated with traveler information services including service requests, facility usage,
rideshare, routing, and traveler payment transaction data. Content may include a catalog of
available information, the actual information to be archived, and associated meta data that
describes the archived information.

traveler information General traveler information regarding incidents, unusual traffic conditions, transitissues, or

for media other advisory information that has been desensitized and provided to the media.
traveler payment Information provided for payment of road use charges, tolls or parking fees including
information identification that can be used to identify the payment account or source and related vehicle

and service information that are used to determine the type and price of service requested. The
information exchange normally supports an account debit to pay fees, but an account credit
may be initiated where pricing strategies include incentives.

traveler request A request for traveler information including traffic, transit, toll, parking, road weather
conditions, event, and passenger rail information. The request identifies the type of
information, the area of interest, parameters that are used to prioritize or filter the returned
information, and sorting preferences.

trip plan Atravelitinerary covering single or multimodal travel. The itinerary identifies a route and
associated traveler information and instructions identifying recommended trip modes
(including indoor and outdoor wayfinding) and transfer information, ride sharing options, and
transit and parking reservation information. This flow also includes intermediate information
thatis provided as the trip plan is interactively created, including identification of alternatives,
requests for additional information as well as amenities along the trip.

user account Coordination of creation and changes to individual user-centric account information.

coordination

user account reports Reports on services offered/provided and associated charges.

user account setup Billing information, vehicle information (or registration information), and requests for reports.
Also includes subsequent account changes.
user profile Information provided to register for a travel service and create a user account. The provided

information includes personal identification, traveler preferences (e.g., travel mode, micro-
mobility options, accessibility needs, and assistance needs), priorities for the preferences,
device information, a user ID and password, and information to support payment transactions,

if applicable.
video surveillance Information used to configure and control video surveillance systems.
control
work plan Coordination of work plan schedules and activities between maintenance and construction
coordination organizations or systems. This information includes the work plan schedules and comments

and suggested changes that are exchanged as work plans are coordinated and finalized.
work zone information = Summary of maintenance and construction work zone activities affecting the road network

including the nature of the maintenance or construction activity, location, impact to the

roadway, expected time(s) and duration of impact, anticipated delays, alternate routes, and
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Flow Name Flow Description
suggested speed limits. This information may be augmented with images that provide a visual
indication of current work zone status and traffic impacts.
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